
Tech Brief

Roof Protection without Compromise

The L-Mount® attachment, featuring an open-slotted 
L-Foot, is designed for cost-effective, single-bolt 
installation onto existing composition (asphalt) shingle 
roofs. The patented Elevated Water Seal Technology® has 
been integrated into the open-slotted L-Foot and flashing 
for fast installation, to provide maximum waterproofing.  

To maximize versatility, the mount is available with a lag 
bolt or structural screw option for the strength you depend 
on. Both hardware options come with an 
installed EPDM bonded washer to seal and 
prevent water entry. 

L-Mount features a 9x12” aluminum flashing 
with alignment guides and rounded corners, 
to easily slide under shingles and speed up 
installation on the roof. The kit is available in 
both mill and black finishes. 

QuickMount™ L-Mount®

Elevated Water Seal Technology®

This proprietary flashing design cleverly 
places the roof penetration seal onto an 
aluminum flute fused into the flashing, above 
the bolt hole. The secondary EPDM rubber 
seal keeps water out—raised above the path 
of rain water and out of harm’s way.

Open-Slotted L-Foot
The redesigned L-Foot can rotate 360 
degrees for optimal adjustability and 
positioning of the rail, while the open 
slot allows the rail hardware to quickly 
drop-in and be compatible with any side-
mounted racking on the market.  

This component is part 
of the QuickMount™ 
product line.

Pre-Installed Sealing Washer
Harware options include a lag bolt or 
structural screw. The EPDM washer 
arrives already attached. 

25-Year Warranty
Product guaranteed free 
of impairing defects.
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L-Mount® Installation Instructions


